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Integration

Das Produkt ist ein integriertes Energiespeichergerät, das den

Anforderungen industrieller und kommerzieller Energiespeicher

gerecht wird. Dank des modularen Designs bietet das Produkt

flexible Erweiterungen sowie eine einfache Installation, Bedienung

und Wartung. Das Gehäuse verfügt über ein mehrfaches

Sicherheitsdesign, wobei das Brandschutzsystem Perfluorhexan

unterstützt, ein sekundärer Blitzschutz auf der Wechselstromseite,

ein integrierter Not-Aus (E-STOP), Isolationserkennung und -schutz,

Schutz vor Eintauchen in Wasser und andere Sicherheitsfunktionen

zur Gewährleistung der Produktsicherheit vorhanden sind. Das

Produkt integriert sowohl Flüssigkeits- als auch

Luftkühlungssysteme, verfügt über EMS-Funktionen und unterstützt

den Zugang zu Photovoltaik und verschiedene EMS-

Energiestrategien. Darüber hinaus passt es sich an verschiedene

Szenarien wie Photovoltaikverbrauch, Peak-Valley-Arbitrage,

Nachfragesteuerung und Strommarkthandel an und trägt zur

Entwicklung der industriellen und kommerziellen Energiespeicherung

bei.

Commercial-HUB ESS

215kW/h

Produkteigenschaften:

Integrierte Wechselrichter „Optional“

Modularer Aufbau, flexible Erweiterung sowie 

einfache Bedienung und Wartung

Hohe Energiedichte, kleines Volumen sowie 

bequeme Installation und Transport

100 % Schieflast und 110 % Dauerüberlastung 

möglich

Einstellbare Ausgangsleistung, konfigurierbare Lade-

und Entladeleistung, starke Anpassungsfähigkeit

Lokale HMI- und Cloud-Verwaltung sowie 

Remote-Upgrades werden unterstützt



Technische Daten

Schaltplan

Disclaimer: The content of the Manual is for reference only. In case of any change, please refer to the actual product.

Abmessungen

Abmessungen: B*T*H (mm)

1368*1416*2250

Product Type Commercial-HUB Off-grid Output Voltage (V) 400

Battery Parameters Off-grid Output Frequency (Hz) 50/60

Nominal Capacity (kWh) 215 Off-grid Apparent Power (kVA) 100

Rated Voltage (V) 768 Voltage THD (%) ≤3

Cell Type (V/A) 3.2/280,LFP Unbalanced Load Capacity (%) 100

Pack Configuration 1P48S Basic Parameters

Rack Configuration (1P48S)*5S System Efficiency ≥87%, @0.5P,25°C

Rated Power (kW) 100
Thermal Management PCS, DC/DC: forced air cooling

PV Input Parameters - Optional Battery: liquid cooling

Rated Input Power 50kW *2 Fire Protection Aerosol + FK-5-1-12

MPPT Voltage Range (V) 300-650 Communication Mode CAN//Eth/RS485

MPPT Quantity 2 Human-Machine Interaction Indicator Iight + Touch Screen + Cloud Platform

Rated Current 160A *2 Access Mode Three-phase Four-wire

Grid-connected Output Parameters Isolation Mode Non-isolated

Rated Grid Voltage (V) 400 Operating Temperature (℃) -25~+50

Grid Frequency (Hz) 50/60 Operating Humidity (%) 0～95RH

Rated Output Power (kW) 100 Storage Temperature (℃) -30~+60

Maximum Output Power (kW) 110 Operating Altitude (m) 2000

Rated Output Current (A) 145 Level of Protection IP54

Current THD ≤3% Anti-corrosion Grade C4-M

Power Factor -0.99~+0.99 Dimension (W*D*H) mm 1368*1416*2250

Off-grid Output Parameters Weight (kg) 2700
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